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Governor lft\r(^^D«aufflo^rJ| Chairman 
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U Governor ^^^T Executive Director 

STATE OF MARYLAND 
CRITICAL AREA COMMISSION 

CHESAPEAKE AND ATLANTIC COASTAL BAYS 
1804 West Street, Suite 100, Annapolis, Maryland 21401 

(410) 260-3460 Fax: (410) 974-5338 
www.dnr.state.md.us/criticalarea/ 

November 15,2005 

Ms. Ramona Ploceinnik 
Anne Arundel County 
Office of Planning and Zoning 
2664 Riva Road, MS 6301 
Annapolis, MD 21401 

RE:     Variance 2005-0311 -0314-V Charles Gallimore 

Dear Ms. Ploceinnik: 

Thank you for providing information on the above referenced variance applications. The 
applicant is requesting variances to permit three (3) dwellings with less Buffer and 
setbacks than required and a variance to exceed impervious surfaces on a residential lot in 
order to construct a road. The properties have split designations of LDA and RCA and 
are currently undeveloped. A shed that was located on Lot B on 2001 site plan has been 
removed on the current site plan. 

Usually, for properly grandfathered lots, this office does not oppose minimal variances in 
order to allow the lot to be developed with a single family dwelling. This office 
previously submitted comments on variances requested on Lots A and C in April 2000 
and again on March 2001. Total disturbances for Lots A, B, and C are 21.8%, 22.2%, 
and 22.4% respectively. Lots 58 and 59 approach 53%. Based on the current site plans, 
the applicant has reduced impacts to these lots with the exception of the road on Lots 58 
and 59. 

As noted in the March 2001 letter, the proposed road goes through a residential building 
lot. Is this a legal means of providing access to these lots? Is it a permissible use of a 
residential lot? In the January 2001 Critical Area Report, the report stated that a portion 
of the existing right-of-way of Bay View Drive had been taken over by a nearby 
homeowner. The past report and the current report do not provide any information as to 
how the excessive impervious surface (much of it in the Buffer) on this lot will be 
mitigated and how will stormwater be addressed for the road. 
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If the above issues are resolved and if the variances are approved, this office recommends 
mitigation at a 3:1 ratio for all disturbances within the 100-foot Buffer and reforestation 
at a 3:1 ratio for the remainder of the clearing of Lots 58 and 59. Stormwater 
management must also be addressed. 

Thank you for the opportunity to comment. Please include this letter in your file and 
submit it as part of the record for this variance request. Also, please notify the 
Commission in writing of the decision made in this case. 

Sincerely, 

Gary Green 
Environmental Analyst 
C c:     AA597-05 



Robert L. Ehrlich, Jr. Il^^lra^lfl Martin G. Madden 
Governor IrWMrBSJMw/'l Chairman 

Michael S. Steele ^llplp/ Ren Serey 
Lt. Governor >*s=-^g=S5>' Executive Director 

STATE OF MARYLAND 
CRITICAL AREA COMMISSION 

CHESAPEAKE AND ATLANTIC COASTAL BAYS 
1804 West Street, Suite 100, Annapolis, Maryland 21401 

(410) 260-3460 Fax: (410) 974-5338 
www.dnr.state.md.us/criticalarea/ 

January 2, 2007 

Ms. Ramona Plociennik 
Anne Arundel County 
Office of Planning and Zoning 
2664 Riva Road, MS 6401 
Annapolis, Maryland 21401 

Re:      2006-0414-V; Lot A, 1710 Bay View Drive, Snug Harbor 
Charles Gallimore 

Dear Ms. Plociennik: 

Thank you for providing information on the above referenced variance. The applicant is requesting an 
extension in time for the implementation and completion of a previously approved variance. The 
previous variance was to permit a dwelling within the 100-foot Buffer and the buffer to nontidal 
wetlands. It would appear the request remains substantially the same as was previously approved. 

This office does not oppose the extension in time provided the conditions previously applied remain 
the same. 

Thank you for the opportunity to provide comments. Please include this letter in your file and submit it 
as part of the record for this variance. Also, please notify the Commission in writing of the decision 
made in this case. 

Sincerely 

{jjZiuoL^^^^ 
Kate Schmidt 
Natural Resource Planner 

cc: AA597-05 
AA132-01 
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IN THE OFFICE OF ADMINISTRATIVE HEARINGS 

CASE NUMBERS 2005-0311-V, 2005-0312-V, 2005-0313-V AND 2005-0314-V 

IN RE: CHARLES GALLIMORE 

SEVENTH ASSESSMENT DISTRICT 

DATE HEARD: DECEMBER 8, 2005 

ORDERED BY: STEPHEN M. LeGENDRE, ADMINISTRATIVE HEARING OFFICER 

PLANNER: LIZ WEST 

DATE FILED: DECEMBER   /Y   ,2005 iL 



PLEADINGS 

Charles Gallimore, the applicant, seeks a variance [2005-0314-V (Lot 58)] 

to permit an access road with less buffer than required and greater impervious 

coverage than allowed on property located along the south side of Lake Avenue, 

east of Duck Drive. He also requested variances [2005-0311-V (Lot A), 2005- 

0312-V (Lot B), and 2005-0313-V (Lot C)] to permit dwellings and associated 

facilities with less setbacks and buffers than required on properties located along 

the south side of Bay View Drive, south of Lake Drive. The project is located in 

Shady Side. 

PUBLIC NOTIFICATION 

The hearing notice was posted on the County's web site in accordance with 

the County Code. The file contains the certification of mailing to community 

associations and interested persons. Each person designated in the application as 

owning land that is located within 175 feet of the property was notified by mail, 

sent to the address furnished with the application. Mr. Gallimore testified that the 

properties were posted for more than 14 days prior to the hearing. I find and 

conclude that the requirements of public notice have been satisfied. 

FINDINGS AND CONCLUSIONS 

These cases concern the same properties the subject of a decision by this 

office in Case No. 2001-0024-V through 2001-0027-V (May 7, 2001). The prior 



Order conditionally approved variances to permit an access road and dwellings in 

accordance with a revised site plan. In all, there were 11 conditions. At the time 

of the approval, Anne Arundel County Code, Article 28, Section 11-102.2 

provided that a variance becomes void unless a building permit conforming to the 

plans is obtained within one-year and construction is completed within two years. 

The variances having expired, the applicant refiled the same requests. 

Liz West, a planner with the Office of Planning and Zoning, reiterated the 

testimony from the prior hearing. There were additional agency comments as 

follows: the Anne Arundel County Soil Conservation District requested 

alternative stormwater management; the Chesapeake Bay Critical Area 

Commission and the Development Division questioned the legality of the access; 

and the Development Division also questioned the width of the access, and the 

proposal for stormwater management. By way of conclusion, Ms. West supported 

the applications, subject to the same conditions in the prior Order and additional 

conditions as reflected in the present agency comments. 

Mr. Gallimore asserted that he has acquired title to a portion of Lot 59 as 

necessary for access. 

Richard Sellers, the applicant's engineering consultant, testified that the 

stormwater management proposal is unchanged. Although there is a disagreement 

with the County reviewer, Mr. Sellers believes that all requirements are satisfied. 

(There is no dispute that the project is subject to stormwater management 

regulations adopted since the prior Order). 



Upon review of the facts and circumstances, I will again approve the 

applications, subject to the same conditions. It is noted that condition C of the 

prior Order required stormwater management to the satisfaction of the Permit 

Application Center. So that the record is clear, the applicant shall comply with the 

new regulations, which became effective in September, 2001. I have added the 

additional conditions requested by Ms. West. 

ORDER 

PURSUANT to the application of Charles Gallimore, petitioning for a 

variance to permit an access road with less buffer than required and greater 

impervious coverage than allowed and variances to permit dwellings and 

associated facilities with less setbacks and buffers than required; and 

PURSUANT to the notice, posting of the property, and public hearing and 

in accordance with the provisions of law, it is this /^f day of December, 2005, 

ORDERED, by the Administrative Hearing Officer of Anne Arundel 

County, that the applicant is granted the following variances to permit an access 

road and dwellings in accordance with the site plan: 

1. For all four properties, variances to the tidal wetlands buffer. 

2. For Lot A and the access road on Lot 58, variances to the nontidal wetlands 

buffer. 

3. For Lot A, a setback variance of 13 feet from the property boundary in the 

Open Space zone. 



4.   For Lot 58, an impervious surface variance in the amount of 327 square feet. 

The approvals are subject to the following conditions: 

A. Mitigation is required at a 3:1 ratio for all disturbance with plantings 

maximized on-site before planting elsewhere in the Critical Area. 

B. Conservation Easements shall be placed on the remainders of the properties. 

There shall be no other site improvements. 

C. Stormwater management shall be provided to the satisfaction of the Permit 

Application Center in accordance with the Stormwater Management 

Regulations effective September, 2001. 

D. Development shall satisfy the County Flood Plain Management Ordinance 

for construction in Zone A 7, elevation 8. 

E. Lot A: Relocate and redesign proposed driveway/off street parking spaces 

consistent with what is shown for Lots B and C. 

F. Lot B: Relocate the structure to the minimum setback of 7 feet to the east 

property line. 

G. The applicant must enter into and record in the Land Records of Anne 

Arundel County a Private Road Maintenance Agreement satisfactory to the 

Permit Application Center. 

H.     The applicant shall obtain the requisite State authorization to impact nontidal 

wetlands. 

1.       There shall be no alterations to the site plan except as provided by the 

conditions. 



J.      Lots A, B, and C shall not be eligible for further variances. 

K.     The conditions of the approval run with and bind the properties. The 

applicant shall provide a copy of this decision to the subsequent purchasers 

of Lots A, B and C. 

L.     The applicants shall show clear title to Lot 58 and 59 for purposes of access. 

M.    The width of the access is subject to the approval of the Permit Application 

Center. 

N.     The building permits are subject to the approval of the Department of 

Health. 

Stephen M. LeGendre 
Administrative Hearing Officer 

NOTICE TO APPLICANT 

Within thirty days from the date of this Decision, any person, firm, 
corporation, or governmental agency having an interest therein and aggrieved 
thereby may file a Notice of Appeal with the County Board of Appeals. 

Further Section 18-16-405(a) provides that a variance expires by operation 
of law unless the applicant obtains a building permit within one year. Thereafter, 
the variance shall not expire so long as construction proceeds in accordance with 
the permit. 

If this case is not appealed, exhibits must be claimed within 60 days of the 
date of this Order, otherwise that will be discarded. 
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IN THE OFFICE OF ADMINISTRATIVE HEARINGS 

CASE NUMBER 2006-0414-V 

IN RE: CHARLES GALLIMORE 

SEVENTH ASSESSMENT DISTRICT 

DATE HEARD: JANUARY 16, 2007 

ORDERED BY: STEPHEN M. LeGENDRE, ADMINISTRATIVE HEARING OFFICER 

PLANNER:   JOHN FURY 
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PLEADINGS 

Charles Gallimore, the applicant, seeks a variance (2006-0414-V) to allow 

an extension in time for the implementation and completion of previously 

approved variances on properties located along the south side of Bay View Drive, 

south of Lake Drive, Shady Side. 

PUBLIC NOTIFICATION 

The hearing notice was posted on the County's web site in accordance with 

the County Code. The file contains the certification of mailing to community 

associations and interested persons. Each person designated in the application as 

owning land that is located within 175 feet of the property was notified by mail, 

sent to the address furnished with the application. Mr. Gallimore testified that the 

properties were posted for more than 14 days prior to the hearing. I find and 

conclude that the requirements of public notice have been satisfied. 

FINDINGS AND CONCLUSIONS 

These cases concern the same properties the subject of a decision by this 

office in Case Nos. 2005-0311-V through 2005-0314-V (December 14, 2005). 

The prior Order conditionally approved variances to permit an access road and 

three dwellings. In all, there were 14 conditions. At the time of the approval, 

Anne Arundel County Code, Article 18, Section 18-16-405(a) provided that a 

variance becomes void unless a building permit conforming to the plans is 



obtained within one-year with construction in accordance with the permit. The 

present request is a timely application for an extension of the approved variances. 

John Fury, a planner with the Office of Planning and Zoning, testified that 

the project was delayed by the road and sewer plans. There were no adverse 

agency comments. By way of conclusion, Mr. Fury supported the application, 

subject to the same conditions in the prior Order. 

Mr. Gallimore testified that the road and sewer are approved and the 

conditions of the prior approval are unchanged. The houses are in the design 

phase. There was no other testimony in the matter. 

Upon review of the facts and circumstances, I will again approve the 

applications. There is still no indication of any change in the underlying rationale. 

The approval incorporates the same conditions appended to the prior Order. 

ORDER 

PURSUANT to the application of Charles Gallimore, petitioning for a 

variance to extend the time for the implementation and completion of previously 

approved variances; and 

PURSUANT to the notice, posting of the property, and public hearing and 

in accordance with the provisions of law, it is this I '    day of January, 2007, 

ORDERED, by the Administrative Hearing Officer of Anne Arundel 

County, that the applicant is granted a variance to extend the time for permits 

until July 17, 2008 with completion in accordance with the permits. 



The approval is subject to the following conditions: 

A. Mitigation is required at a 3:1 ratio for all disturbance with plantings 

maximized on-site before planting elsewhere in the Critical Area. 

B. Conservation Easements shall be placed on the remainders of the properties. 

There shall be no other site improvements. 

C. Stormwater management shall be provided to the satisfaction of the Permit 

Application Center in accordance with the Stormwater Management 

Regulations effective September, 2001. 

D. Development shall satisfy the County Flood Plain Management Ordinance 

for construction in Zone A 7, elevation 8. 

E. Lot A: Relocate and redesign proposed driveway/off street parking spaces 

consistent with what is shown for Lots B and C. 

F. Lot B: Relocate the structure to the minimum setback of 7 feet to the east 

property line. 

G. The applicant must enter into and record in the Land Records of Anne 

Arundel County a Private Road Maintenance Agreement satisfactory to the 

Permit Application Center. 

H.     The applicant shall obtain the requisite State authorization to impact nontidal 

wetlands. 

I.      There shall be no alterations to the site plan except as provided by the 

conditions. 

J.      Lots A, B, and C shall not be eligible for further variances. 



K.     The conditions of the approval run with and bind the properties. The 

applicant shall provide a copy of this decision to the subsequent purchasers 

of Lots A, B and C. 

L.     The applicants shall show clear title to Lot 58 and 59 for purposes of access. 

M.    The width of the access is subject to the approval of the Permit Application 

Center. 

N.     The building permits are subject to the approval of the Department of 

Health. 

^pMiMTl Stephen M. LeGendre 
Administrative Hearing Officer 

NOTICE TO APPLICANT 

Within thirty days from the date of this Decision, any person, firm, 
corporation, or governmental agency having an interest therein and aggrieved 
thereby may file a Notice of Appeal with the County Board of Appeals. 

If this case is not appealed, exhibits must be claimed within 60 days of the 
date of this Order, otherwise that will be discarded. 



ANNE ARUNDEL SOIL CONSERVATION DISTRICT 
DETAILS AND SPECIFICATIONS FOR 

VEGETATIVE ESTABLISHMENT 

Following initial soil disturbances or rcdisturbance, permanent or temporary stabilization 
shall IK completed within seven calendar days fort he surface of all perimeter controls, 
dikes, swales, ditches, perimeter slopes, and all slopes greater than 3 horizontal to 1 
vertical (3:1) and fourteen days for all other disturbed or graded areas on the project site. 

1.   Permanent Seeding: 

A.     Soil Tests:  Lime and fertili/.er will IK applied per soil tests results for sites 
greater than 5 adres. Soil tests will be done at completion of initial rough 
grading or as recommended by the sediment control inspector. Rates and 
analyses will be provided to the grading inspector as well as the contractor. 

1.   Occurrence of acid sulfate soils (grayish black color) will require covering 
with a minimum of 12 inches of clean soil with 6 inches minimum capping 
of top soil. No stockpiling of material is allowed. If needed, soil tests 
should be done before and after a 6-week incubation period to allow 
oxidation of sulfates. 

The minimum soil conditions required for permanent vegetative 
establishment arc: 

a.   Soil pH shall be between 6.0 and 7.0. 
Soluble salts shall be less than 500 parts per million (ppm). 
The soil shall contain less than 40% clay but enough fine 
grained material (> 30% silt plus clay) to provide the capacity 
to hold a moderave amount of moisture.  An exception is if lovegrass 
or serccia lespede/.a is to be planted, then a sandy soil (< 30% silt 
plus clay) would be acceptable. 
Soil shall contain 1.5% minimum organic matter by weight. 
Soil must contain sufficient pore space to permit adequate root 
penetration. 
if these conditions cannot be met by soils on site, adding topsoil is 
required in accordance with Section 21 Standard and Specification 
for Topsoil or amendments made as recommended by a certified 
agronomist. 

Seedbed Preparaifon: Area to be seeded shall be loose and friable to a depth of 
at leas) 3 inches. The top layer shall bo loosened by raking, disking or other 
acceptable means before seeding occurs.   For sites less than 5, acres, apply 100 
po.i;,i; dolomitie limestone and 21 pounds of 10-10-10 fertiliser per 1,000 

Harrow or disk lime and fertilizer into the soil to a depth of at least 
ionslopes flatter than 3:1. , 

b. 
c 

f. 

C am,   J if      -A/ft 

quace 
inches 

C. Seeding: Apply s-o pounds per 1.000 square feet of tall lesctic between 
Ivbruary I and April 30 or between August 15 and October 31.  Apply seed 

.     uniformly on a moist firm seedbed with a cyclone seeder, eultipacker seeder or 
hvdioseeder (slimy includes seeds and fertilizer, recommended on steep slopes 
onlvl. Maximum seed depth should be V, inch in clayey soils and '/i inch in 
sandy soils when using other than the hydroseeder method. Irrigate where 
necessary to support adequate growth until vegetation is firmly established  If 
Other sieed mixes are to be used, select from fable 25, emitled'"Permanent 
Seeding For Low Maintenance Areas" fiorn the current Standards and 
Specifications for Soil Erosion and Sediment Control. Mixes suitable for this 
arc 1, 3 and 3-7. Mixes 3-7 are suitable in non-mowable situations. 

D. Mulching: Mulch shall be applied to all seeded areas immediately after seeding. 
During the time periods when seeding is not permitted, mulch shall be applied 
immediately after grading. 

Mulch shall he imrotted. unehopped, small grain straw applied at a rate of 2 tons 
per acre or 90 pounds per 1,000 square feet (2 bales). If a mulch-anchoring tool 
is used, apply 2.5 tons per acre. Mulch materials shall be relatively free of all 
kinds of weeds and shall be completely free of prohibited noxious weeds. 
Spread mulch uniformly, mechanically or by hand, to a depth of 1-2 inches. 

E. Securing Straw Mulch: Straw mulch shall be secured immediately following 
mulch application to minimize movement by wind or water. The following" 
methods are permitted: 

(i) Use a mulch-anchoring tool which is designed to punch and anchor mulch 
into the soil surfece to a minimum depth of 2 inches. This is the most 
effective method for securing mulch, however, it is limited to relatively flat 
areas where equipment can operate safely. 

(li) Wood cellulose fiber may lie used for anchoring straw. Apply the fiber 
binder at a net dry weight of 750 pounds per acre. If mixed with water, use 
50 poun'ds of wood cellulose fiber per 100 gallons of water, 

(iii)      Liquid binders may be used. Apply at liigher rates at the edges where 
wind catches mulch, such as in valleys and on crests of slopes. The 
remainder of the area should appear unifonn after binder application. 
Binders listed in the 1994 Standards and Specifications for Soil Erosion 
and Sedunent Control or approved equal shall be applied at rates 
recommended by the manufacturers. 

(iv)      Lightweight plastic netting may be used to secure mulch. The netting 
' '      will be stapled to the ground according to manufacturer's 

recommendations. 

2. Temporary Seeding: . 

L.ime: 100 pounds of dolomitie limestone per 1,000 square feet. 

Fertilizer: 15 pounds of 10-10-10 per 1,000 square feet. 

Seed: Perennial rye. - 0.92 pounds per 1,000 square feet (February 1 
through April 30 or August 15 through November 1). 

• Millet - 0.92 pounds per 1,000 square feet (May 1 through August 
j 15). 

MuMi: Same as 1 D and F, above. 
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IIARYLAND OCPARTNENT  Of  ENVICOnKCNT 
VATER NANAGCNENT  ADMINISTRATION 

No fills may be placed on frozen ground. All fill to be placed in approximately 
horizontal layers, each layer having a loose thickness of not more than 8 inches. All 
fill in roadways and parking areas is to be classified Type 2 as per Ajine Arundel 

CountyCodc-Article 21, Section 2-308, and compacted to 90% density; compactionALL  NON   FOOFTC; ARE   I 
to bcdelemtined by ASTM D-1557-66T (Modified Proctor). Any fill within the      ROOFTOP   DISCONNECTION   S^ 'HE 
building area is to be compacted to a inininiumor95% density as detennined by       U   '.' A  DISCONNECTS  AVG 
methods previously mentioned.  Fills for'pond embankments shall be compacted as pbOT   B   DISCONNECTS   AVG 
MD-378Construction'Specifications. Ail other ftlis shall be compacted suniciently ieOT  C   DISCONNECTS  AVG 

' A IMP - 113-1 SF X 
LOT B IMP - 3120 

1 IMP - 1548 SF X 
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S.   Location - A stabilized construction entrance  sne''   bo   located ot  every point 
wtxjro construction traffic enters or   leaves o construction site. • Vehicles   leaving 
the site frust  travel   over  tno entire   length of   tn* stabilized construction entrance. 
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GENERAL NOTES 
SEWER EXTENSTION PLAN PREPARED FOR MS-89-063. 
APPROVED BY P&Z.  TO BE IMPLEMENTED NOW . SEE 
DETAIL ON SHEET #2.  U/A # . 
PRIVATE ROAD PLAN FOR MS-89-063.  APPROVED BY 
P&Z.  TO BE IMPLEMENTED NOW.  SEE DETAIL ON SHEET 
#^2. TO BE BONDED UNDER GRADING PERMIT. 
PRIOR VARIANCES 2001-0024,25,26,27V APPROVED 
5-7-01.'V-IffiW VARIANCES APPLIED FOR.  PROJECT    \ 
REMAINS UNCHANGED7r^tf^*ftJ'-<?3ii)oliiIoi3i?io3iH ** /^i-oVj 
PRIOR GRADING PERMIT G02007374)-STILL OUTSTANDING. 
NEW OWNER NECESSITATES NEW GRADING APPLICATION. 
OUTFALL STATEMENT: 
THE SITE HAS BEEN INSPECTED BY MAGOTHY SEVERAL 
TIMES IN 1999 AND 2000.  THE SITE WILL SUPPORT 
THE PROJECT AS PROPOSED WITHOUT EROSION.  THE 
OUTFALL IS A TIDAL MARSH. f\€u^ OfRvr^p »M ji^ 

!\ 
V 

Anne Arundel Soil 
Sediment and Ere 

(}    -rofo£ih\PhY ^ \j£<?x f'ufp  \*>  iooC>- 

SOIL TYPE I  fl 

B 
0.23 

C 
0.14 

D 
008 

0 WWS AC 

A • IMPERVIOUS AREA - 
/lOUS PERCENTAGE "I »A/Aj 

Pi   1 
i<v.--0.05»0.009(l)       0.299494 

l> 27.72156 
WATER QUAUTY VOLUME 
WQv=(P)RvKAyi2- 

11JS8 SF 

OR 0,023320 AC FT. 

WATER QUALITY VOLUME MINIMUM REQUIRED (IF I < 1 S%) 

101S.063 CU. FT. 

HYOROLOGIC SCfflJCROUP 
S« 008 

AREA' 

Ai ••IMPERVIOUSAREA 
IMPERVIOUS PERCENTA 

p. 1 
Rv'<0,05-»U.OO<)(i)       0 12073« 

t» 7.859545 
WATER OUAUTY VOLUKtfc 
'.VOv (PjRvXAylJ^ 

A 
0,42 o.n 

•261? 

D 
0.08 

•• , • ,     ••/ 

MITIGATION AND  REFORESTATION 

2Z21X MITIGATION 
tOTFOtVaS 
FJE 
FEE 
JE IK LIEW IN h,\ 
3E IN LiEU OUTlf 

lUFF 
BUFF 

p  ID  Bg-agMOV|iD 

cdwinjTt ct>v 
SNUG (-lARSOf J LOT S A.B.C 
USC MDE MEIIKC (APPENDIX D.11) 

J14400 
j 6431   dF X   3   4   19293isP 
• 1400   ^F X   3   i     4200ISF 

an 
tVELOPED CONDITION 

OftM 

• 

WQv..( 2XA)/12» 

RECHARGE VOLUME 
Rw={SXRvXAyi2 • 

0,015577 AC, FT.     OR 878,5333 CU. FT, 
WATER QUAUTY VOLUME MINIMUM REQUIRED ( 
WOv^.2XAV12' 0.010014 A! 

r"l<15%) 
OR 

, CU FT. 

43S,2 CU. FT. 

CN= 87 
T" 24 

Tc= 0.43 
Oa= 1.1B 

A" 1.41 
P-- 2.7 

HR. 
HR. 
IN. 
AC. 
IN. 

'/. VOLUME METHOD (STRUCTURAL) 
0.001868 AC FT     OR 81 26867 CU FT. 

RECUARSE VOLUME % VOLUME METHOD,(SrRUCTURAt) 
>:HvXAyi2- 0,000484 AC FT.    Oft 

RECHARGE VOLUME H AREA METHOD (NON 
Rev-(SXA.)" 0.020727 AC. 

CHANNEL PROTECTION VOLUME 
Cfv^24 hf del of post dev., 1 yr, 24 ht storm 
Q). 1 yt, »•        1.57 
Cpv nol required it Qi<2CFS 

TOT At. VOLUME (Rw IS PART OF WQv) II 

iTRUCTURAl METHODS RECHARGE VOLU,' 
Rtv- (SXAi) • 

% AREA METHOD (NON Si- 11IODS 
0.003778 AC. 

la»{200/CN)-2 
CSM/tN 

CHANNEL PROTECTION VOLUME 
Cpf^A hi. dot, ot post dev.. 1 yi, 2-1 iii v.omi 
Oi, 1 it. = ' 1,57 
Cpv not rcquiiod if Qi<2CFS 

TOTAl. VOLUME (Rev IS PART OF WQv) 

"  0.30 
Ou= 480 

FROM D.11.1 TABLE 
• 1.S7 CFS 

CPv NOT REQUiRED IF Ql < 2 CFS 

SUMMARY SUMMARY 

US. DEPAimffihT Of AGRICULTURT- 
SOn, COKSFJtVATlOM  SEKWCC 

PACE WAirtlAND  DEPAmVKNT  Of rNVDIONWENT 
WATER MANAOEMOfr AHMD«SraAnON 

WQv 
Rev 
Cpv 

1016 CF 
INCLlNWQv 
NOT REQUIRED 

WQv 
Rev 
Cpv 

203 CF 
NCL M WQv 
NOT REQUIRED 

STANDARD KKSPONSIIilLITY NOTTS 

MAGOTHY EWIRONMENTAL SERVICES INC, 
400 BEACH ROAD 
ARNOLD, MO   21013 
(MR 7.2006 

MAGOTHY ENV1RONMENTA1 SERVICES INC. 
400 BEACH ROAD 
ARNOLD. MO   21012 
MAR7.2008 

Certify that: 

as to be stable and prevent erosion and slippage. 

4. Permanent Sod: ROOFTOPS NOT 

. 40' 

. SO' 

.   40' 
60% 
40V 
60% 

DISCONNi-. 

=40% RHDUCTION 
=60% REDUCTION 
=40% REDUCTION 
TO MANAGE  = 6 80 

MANAGE    :•; 
TO MANAGE  = 929 
TOTAL - 2057 SF 

Installation of sod should follow permanent seeding dates. Seedbed preparation for 
sod shall be as noted in seetion (B) above. Permanent sod is to be tali fescue, state 
approved sod; lime and fertilizer per permanent seeding specifications and lightly 
irrigate soil prior to laying sod.  Sod is to be laid on the contour with all ends tightly 
abutting. Joints are to be staggered between rows. Water and roll or tamp sod to 
insure positive root contact with the soil. Ail slopes steeper than 3:1, as shown, are tc 

District Details and Specifications for Vegetative Establishment'Continued: 

be permanently sodded or protected with an approved erosion control netting. 
Additional watering for establishment may be required. Sod is not to be installed on 
frozen ground.  Sod shall not be transplanted, when moisture content (dry or wet) 
and/or extreme temperature may adversely affect its survival. In the abscneeiof 
adequate rainfall, irrigation should be perfonned to ensure establishment of sod. 

SEE VEGETATIVE AND PLANTING SCH!      AND PI ̂M^ 

All development and construcilon will i.e done in accojance witli this sediment and erosion 
control plan, and further, authorize the right of entry for periodic on-site evaluation by the 
Anne Arundel Soil Conservation District Board of Supervisors or their authorized agents. 
Any responsible personnel involved in the construction project will-have a certificate of 
attendance from the Maryland Department of the Environment's approved training program 
for the control of sediment and erosion before beginning the project. 

Responsible personnel on site:      

1%0-L     TuTftv  ^oofTof 

5. Mining Operations: 

Sedunent control plan: 
dates and mixtures: 

For seeding dates of: 

for mining operations must Include the following seeding 

February 1 through April 30 and August 15 through October 31, use seed mixture o: 
tail fescue at the rate of 2 pounds per 1,000 square feet mid sericea lespedeza at the 
minimum rate of 0.5 pounds per 1,000 square feet. 

6. Topsoil shall be applied as per the Standard and Specifications for Topsoil from the 
current Maryland Standards and Specifications for Soil Erosion and Sediment Control. l 

NOTE: Use of'this information does not preclude meeting all of the requirements o. 
the current Maryland Standards and Specifications for Soil Erosion and Sediment 
Control. 

NTOTE:  Projects within 4 miles of the BWI Airport will need to adhere to Maryland 
Aviation Administration's seeding specification restrictions. 

CONSULTANT'S CKRTlFICATtON      . • 

"The Developer's plan to control silt and erosion is adequate lo contain the silt and 
erosion on the property covered bv the plan. I certify that this plan of erosion and 
sediment control represents a practical and workable plan based on my personal 
knowledge of this site, and was prepared in accordance with the requirements of the 
Anne Arundel Soil Conservation District Plan Submittai Guidelines and the CUITCIU 

Maryland  Standards and  Specifications  for  Sediment and  Erosion  Control,     i   have 

c     If applicable, the appropriate enclosure will be constructed and maintained on sediment 
basm(s) included in this plan. Such structure^) will be in compliance with the Anne Arundel 
County Code. 

a developer is responsible for the acquisition of all easements, right, and/or rights-of-way that may 
required for the sediment and erosion control practices, stormwater management practices and the 
charge of stormwater onto or across adjacent or downstream properties-included in the plan. 

initial soil disturbance or re-disturbance, permanent stabilization shall be completed within seven 
eaiendar days fot the surface of all controls, dikes, swales, ditches, perimeter slopes, and all slopes 
greater than 3 horizontal to 1 vertical (3: i) and fourteen days for all other disturbed or graded areas on 
ihe project site.   Temporary stabilization of the surface of perimeter controls, dikes, swales, ditches, 
and perimeter slopes may be allowed at the discretion of the sediment control inspector. 
The sediment control approvals on this plan extend only to areas and practices Identified as proposed 
work. 
The approval of this plan for sediment and erosion control docs not relieve the developer/consultant 
from complying with Federal, State or County requirements appertaining to environmental issues. 
The  developer  must  request  that  the  Sediment  Control  Inspector approve  work  completed  in 
accordance with the approved erosion and sediment control plan, the grading OP building permit, and 
the ordinance. •; 
All material shall be taken to a site with an approved'scdiment and erosion control plan. 
On all sites with disturbed areas in excess of two acres, approval of the sediment and erosion control 
inspector shall be required on completion of installation of perimeter erosion and sediment controls, 
[tut before proceeding with any other earth disturbance or grading. This will require first phase 
inspections. Other building or grading inspection approvals may not be authorized until the initial 
ipproval by the sediment and erosion control inspector is given. 
Approval shall be requested on final stabilization of all sites with disturbed areas in excess of two acres 
i>efore removal of controls. 
l-xisting topograph^Tnust be &eM verified byresponsibie personnel to the satisfaction of the sediment 
control inspector prioo to,commencing wodc 

1. This project C«kes non-jrooftop diGconnecLion £ot the new 
road, partial rooftop dieconnection for roof tops and a natural 
area conservation credit for the proposed conservation 
property. The water quality volume is then provided by 
'•plantings per appendix 'R' of the SWK manual and disconnects. 
Soils are very poor and the site limitations prevent use of 
structural alternatives.  Runoff will then discharge to the 
tidal wetlands. 
2. The recharge volume is provided by the above method. 
3. The channel protection volume is not required as the 
post development peak is 1.57 CFS -. r less than 2.0 CFS. 
4. The flood protection volume is : ot required since this is a 
L.dal outfall.  The discharge will not cause erosion or down 
strca flooding. 

The extreme flood protection volume is not required since 
The discharge will not cause erosion 

LOTS A, B & C. SNUG HARcJOR 
STORMWATER MANAGEMENT SUMMARY TABLE 

l year 

this is 
or down 

a tidal outfall. 
strea flooding. 

MINIMUM SIZING 
CRITERIA 

WATER QUAUTY 
VOLUME 

RECHAGE VOLUME 

CHANNEL PROTECTION 
VOLUME 

OVERBANK FLOOD 
PROTECTION 

EXTREME FLOOD 

SYMBOL   VOLUME SWM NOTES 
REQD. PRACTICE 
CU.FT. 

WQv 263 VEGETATIVE USES CREDITS 

Re, 

Cp, 

Qpto 

Qt 

21 

N/A 

N/A 

N/A 

SAME        INCL IN WQv 

N/A 

N/A 

N/A 

Qi < 2 CFS 
NOT REQUIRED 

TIDAL OUTFALL 

TICAL OUTFALL 

WgTEL     ' PIATI 
7/•^06Q-3p80        7746-12^ 

STORMWATER MANAGEMENT PLANTING SCHKDDLB 
TREE AND 3 SHRUBS PER 100 SF OF IMPERVIOUS 

SiM 
SKRUB 

BLACK CHOKEBBRRY 
ARONIA MELIANOCARPA 

2057 SF BUFFER PLANTING 

SIZE 

2' HT. 

SPACING 

OC 

QUANTITY 

20 

HIGH TIDE 
BACCHARIS 

BUSH 
HALAIMIFOLIA 

5 HIGHBUSH BLUEBERRY 
VACCINIUM CORYMBOSUM 

v-i- 

Sign.-iturc of Dcvclopcr/Ow 

Name: C..    .& h l-\~ \ t>\t> £ £ 

Date 
SWEET GUM 
LIQUIDAMBAR 

HT 

HT. 

HT. 

OC 

OC 

10' OC 

20 

20 

20 

SF YIELD 

700  SF 

700  SF 

700  SF 

2050 SF 
STYRAC1FLUA 

Print 

Title: 
Affiliation: 
Address: 
Telephone Number: 

ouifO'e^. zss CO 
To IS t^r-1itrr 

BOND   2057 

SITE NOTES 
(^"f\\_Lv/noRi 

loiw 

OWNER: CH^LbTS 

1. TM map £1 Block  1$   Parcel ^SH 
2. Zoning Y.-$ 
3. Setbacks — 

•^Tirs- 
• -• • 

PRINTED 

NOV 3 0 2006 

MAGOTHY 

too. or ^ni/Ai.  AiJeiv Tfj^oi-ftVvotJ 
v\j\esn ft«£ft 

reviewed this erosion and sediment control plan with the owner/developer. 

MD I'.E. License # 

Name^l£jtL/Vjl£l (j>.   S£Ll/U^ 
Firm Name 

Street Address 
JMG0SiScMENTAL 

^OO Beach Road / 

LEGEND 

ARNOtO.,-MArWtANO 2101? / / 0t 
 —   EXISTING GRADE 
—ill   PROPOSED GRADE 

— UMIT OF DISTURBANCE 
— SILT FENCE -fo:»Mf>fife> 

^"KPLOV. 

»   •  t   a 

BB STABIUZED CONSTRUCTION ENT. 

TEMP. STOCEPIUS AREA 

Rront: Z^" „ . 
Side/Combined I lio 
Rear: 2.0 

4. Predominant Soil Type: ^fl^,-SHAMCAK^, 
5. Total area of site: 
6. Proposed disturbed area: 
7..   Total woodland on site: 
8. Proposed woodland clearing: 
9. Proposed woodland replanting: 
10. Net woodland loss: 
11. Impervious area: 
12. Area to •egetatlvely stabilize:/ 
13. Cut: looCY.    Fill: \oO CY. 
14. FEMA Rate Map:2Hooo^-oo^I."^/       x 

Zone: h -1 ^L-S) t \| - 9 i£\.- ^) 
15. This lot (Is)/ is not in the 100 year floodplain. 

TopograpEy from: ^Q^t-K ^^i>«- + tw^fi- Pt^oc^ 
bUcy Private sewer       Public /^Private watqp 

efcTtest # N A     /M^^A 
19. Plat 4^/  Ctl  GcfcV 
20. Critical Area L\>4 * £.c A 

1.    Conduct a Pre-constructlon meeting.    Noify the Department of Inspections 
and Permits at least 46 hours before commencing work at (410)-222-7780. 
Work may not commence until the permittee or the responsible personnel have 
met on site with the sediment and erosion control inspector to review the approved plans. 

2. 

3. 

^t 

10 
11, 
12 

Clear only for the SCE and install SCE, then flag entire LOD 
Clear only for phase one sediment controls to install proposed road 
and utilities and install all necessary RSF for road and stockpiles. 
AA county inspector and project engineer to approve phase one SEC 
installation and LOD stakeout. 
Construct road and sewer, stabilizing disturbed area daily. 
Base pave road and install side swales as per road plan. 
With inspectors approval' clear for SEC and flag LOD and install same 
for house construction on lots A, B & C. 
After inspectors approval construct houses as shown.  Note backfill 
house foundations and stabilize as per stabilization specs. 
Complete house*and well^and sewer, final pave road. 
Final grade and stabilize as per plan and details. 
Constuct SWM plantings and perform all final cleanup. 
With inspectors approval remove SEC for site. 

ITEM 
(SQUARE FEET) 

LOT A LOT B LOT C 
PART 

LOT 58,9 
BAY VIEW 
DRIVE 

SEWER 
OFF SITE 

/ TOTAL 
/  SITE 

TOTAL AREA OF SITE 12000 100001 12000 2512 + 
2137 ' 

4200 + 
' 3,450 

1425 
66 N 

42140 
DISTURBED "AREA 5241 

4000 
4827 
1000 

5911 222 V 
WOODLAND AREA 4000 2512 1800 0 13312 
WOODLAND CLEARING 1000 0 1000 2137 1800 0 

.0.;. 
0,  .. 
0 

5937 
WOODLAND REPLANTING 1000 0 1000 

2686 
22.4% 

0 
1330 
53.0% 

.    0 
2424 
58% 

2000 
IMPERVIOUS AREA 2626 222Q mBL 
PERCENTAGE 
  '  .. ' ' ' ; • — 

21.8% 22 .2% 

MAGOTHY 
ENVIRONMEN 
SERVICES. INC 

deed \l5iM^/rg 
"I, Final grade, seed and mulch — 2 days 
g  Remove SBC measures after County approval -. 1 day 

AffiO 

&3i 

Anne Arundel Soil Conservation District 
Sediment and Srosion Control Approved 

Wkihmti fMMol BGT^ ) 

AASUB   § ZlH~/v SMAM, P01A   A 

Reviewed for technical adequacy by 
USDA, Natural Resources Conservation Service 

StTE- -bcylETloP^KTr 4-    GRADING PLAN 
BOH Gosou^r 

m^M rm dTlKV 

CHBCgg) BY; & 

am g-PS^ 

•• 

SCAUE   Vvxen 

\ <*Z 
i^sESi? m. 

mSSSULM, 

mw? »o . aToS 

T. A. ll^- otm -1920 +1*2U7E2L 

7 DISTRICT, ANNE ARUNDE h 


